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SPECIFICATION SHEET OF POWER OPERATED KNAPSACK SPRAYER
	1
	General

	a
	Name of sample
	:
	

	b
	Name and address of test requested by or applicant
	:
	

	c
	Name and address of manufacturer
	:
	

	d
	Make/ Model
	:
	

	e
	Batch No. / Code No./Sr. No.
	:
	

	f
	Type
	:
	

	g
	Capacity of sprayer tank (lit.)
	:
	

	h
	Fuel consumption (litre/h)
	
	

	2
	Spraying Attachment Unit

	a
	Pump type & material
	:
	

	b
	Type of lance
	:
	

	c
	Length of lance (mm)
	:
	

	d
	No. and type of nozzle on lance
	:
	

	e
	Max. working pressure (kg/cm2)
	:
	

	f
	Rated max. flow (lit/min)
	:
	

	3
	Prime Mover

	a
	Prime mover used
	:
	

	b
	Make
	:
	

	c
	Model
	:
	

	d
	Power rating (kW)
	:
	

	e
	Fuel
	:
	

	f
	Dry weight (kg)
	:
	

	g
	Dimensions (Lx W x H),( mm)
	:
	

	4
	Cylinder

	a
	Number
	:
	

	b
	Displacement (cm3)
	:
	

	c
	Bore x Stroke (mm)
	:
	

	d
	Rotation
	:
	

	5
	Fuel and Lubrication System

	a
	Type
	:
	

	b
	Capacity of fuel tank (litre)
	:
	

	c
	Mixture ratio (gasoline (petrol) /Oil)
	:
	

	d
	Type of engine oil to be used
	:
	

	6
	Air Cleaner
	
	

	a
	Type
	:
	

	b
	Height of air cleaner above ground level (mm)
	:
	

	c
	Location
	:
	

	7
	Ignition System
	
	

	a
	Type
	:
	

	b
	Ignition / Spark plug
	:
	

	c
	Electrode gap of spark plug (mm)
	:
	

	8
	Cooling System
	
	

	a
	Type
	:
	

	9
	Staring System
	
	

	a
	Type
	:
	

	b
	Method of starting
	:
	

	10
	Exhaust Pipe
	
	

	a
	Shape
	:
	

	b
	Height of exhaust pipe above ground level (mm)
	:
	

	c
	Location
	:
	

	11
	Accessories (for operator’s safety against pesticides) provided
	:
	

	12
	Overall Dimensions (mm)
	
	

	a
	Length
	:
	

	b
	Width
	:
	

	c
	Height
	:
	

	13
	Total Mass (kg)
	
	

	a
	With all accessories and without fuel and chemical
	:
	

	b
	With all accessories, fuel and chemical tank full
	:
	

	14
	Material used
	
	

	Sr.

Components

Material used 

Tank

Lid or cap

Frame 

Impeller

Casing

Air bent outlet

Air hose

Strap

Strap buckle

Cushion

Gasket

Air pressure regulating device

Air pressure pipe

Liquid or dust regulating device

Hose clip




Declaration:

	Sr.
	Particulars
	Declared

	1
	Is prime mover (engine) / power sprayer is developed and manufactured in compliance with EN 61000-6-1:2007, EN-61000-6-3:2007, EN 61000-3-2:2006 and EN 61000-3-3:2008; and passed National 3C with ISO 9001-2000 International Quality Standard? If it tested elsewhere, attach the test report.
	Yes / No

	2
	Discharge rate of the nozzle or setting of the nozzle.
	  lit/min

	3
	Is the material used for different components of the sprayer-cum-duster unit except prime mover is indicated by the manufacturer in the parts catalogue?
	Yes / No

	4
	Tank capacity
	             lit

	5
	Is manual containing operational and maintenance and also including complete list of regular and optional parts, method of converting the sprayer into duster, instructions for disassembly and cleaning, instruction for routine inspections, adjustment and replacement of parts and instruction for safe handling is provided ? 
	Yes / No

	6
	Is spare parts separately packed for each sprayer-cum-duster according to the number required by the purchaser? Are a set of gaskets, one funnel with a strainer having aperture size of 300 to 425 micron, a measuring cylinder for lubricating oil and a set of necessary tools provided?
	Yes / No

	7
	Is marking is done on sprayer as 
	  

	
	a) Manufacturer’s name or recognized trade-mark,
	Yes / No

	
	b) Tank capacity and  
	Yes / No

	
	c) Batch or Code number
	Yes / No


Place:

Date: 


   Signature    : _____________________




   Name          : _____________________



               Designation:  _____________________
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